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DEKAREN® BOPS FILM

Applications
- Labels for dairy packaging
- Layers for sweets packaging
- Transparent windows for cardboard boxes
- Different printing applications
- Lamination

Properties
- High transparency
- Suitable for food contact
- Odourless and tasteless
- Approved and conforms to EEC standards for plastic packaging with food contact
- Inert to many aqueous substances, acid and alkaline solutions, salts, soaps and detergents
- Low barrier to water vapour, which reduces condensation
- No absorbing of fats or liquids
- Burns without emission of toxic gases during recycling
- Competitive costs compared to other materials because of the specific gravity
- Usable for coating with hot melt and label production
- Easy to cut and to print

Capabilities
- Corona treatment for printing applications
- Different colours
- Metallization

Technical Specifications
Thickness range
Tolerance of thickness
Width range
Tolerance of width
Specific Gravity
Yield
Light transmision
Tensile stress at break
Tensile strain at break
Tensile modulus
Rockwell hardness
Shrinking temperature
Service temperature range
Outside diameter of roll
Core diameter

Value
50 to 150

+/-5
100 to 1500

+3 / -1
1,05
9,5

90 to 92
45 to 62
3 to 40

3000 to 3500
70 to 85

> 95
-40 to +80

550 to 1000
152

Unit
µm
%

mm
mm

g/cm3

cm2/g/mm
%

MPa
%

MPa
Rockwell M

oC
oC
mm
mm

Test method

ISO 1183

ASTM D 1003
ISO 527
ISO 527
ISO 527

ISO 2039/2

To the best of our knowledge the data is correct. The data sheet represents typical values by the methods indicated and should be
considered as a guide only. We can not make any guarantees of the data presented and do not take any liability for the use of it.


